
Tensione nominale entrata

Nominal input voltage

Potenza del carico LED

LED Power load

Temperatura ambiente Ta°

Ambient Temperature Ta°

Protezione termica

Thermal protection

Protezione sovraccarico

Overload protection

Protezione sovratensioni

Overcurrents protection

Protezione corto circuito

Short circuit protection

Sezione cavi 

cables section

Dimensioni

Dimension
83x24x23mm

NO

8 12 18
Potenza

Power

1÷7

350 500 700 350 500 700

3 5 7

Vin Vdc 12 24

Iout

W

mA

RELCO group persegue una politica di continua ricerca e sviluppo, quindi si riserva di variare in qualsiasi momento e senza preavviso le caratteristiche dei 

prodotti. 

Vdc

H05VVH2

NO

Dimmer per moduli LED di dimensioni ridotte, pari a quelle 

di un comune inter-ruttore passante su filo. La selezione 

della corrente avviene tramite jumper interno 

Very reduced size dimmer for LED modules, like a normal 

cordset push-button. The current selection takes place by 

the inside jumper 

Regolatore per moduli LED

Dimmer for LED modules

RN1374FILTROB

N° led typical Vf 3,2V min/max 1÷2 1÷3 1÷3 1÷7 1÷7

RELCO group pursues a policy of continuous research and development and rereserves the right to change at 

any time and without prior notice, the characteristics of the products.
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