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EMER OB 12V SA-SE

Alimentatore elettronico per illuminazione di emergenza per lampade LED a 12V (MR11 - MR16)
Sono possibili il funzionamento in sola emergenza (SE) o permanente (SA); in questo caso é necessario
utilizzare un LED Driver non compreso. La batteria Ni-Cd (00PB0800) idonea al funzionamento ad alte
temperature é da ordinare separatamente.

Caratteristiche tecniche

- Dimensioni compatte

- Assorbimento da rete: 20mA - cose = 0,9

- Funzione di Autotest con modulo esterno opzionale.

- Spia Led per indicazione corretto funzionamento/allarmi

- Morsetti ad innesto rapido

- Morsetti per il controllo remoto tramite telecomando Rest-Mode

- Protezione della batteria contro la scarica prolungata.

Electronic ballast for emergency lighting for 12V (MR11 - MR16) LED lamps

Operation is only possible in emergency (SE) or permanent (SA) mode; in this case a LED Driver, not
included, must be used. The Ni-Cd battery (00PB0800) suitable for operation at high temperatures must
be ordered separately.

Technical features

- Compact sizes

- Absorption from mains: 20mA - cos¢ = 0,9

- Autotest Function with optional external module.

- Indicator LED for correct operation/alarms

- Quick connection terminals

- Terminals for remote control via Rest-Mode

- Under voltage lockout

. Flux ta tc LPH g Euro
Article Vout - Vdc W Lamp Autonomy (h) % oc oC e Code PCS 5 CCM cm Cad.
EMER 0B 12V SA-SE 12 3-7 3h@ 100% 0..50 70 148x42x30 RPO711 6 6.800 45,00

@ Arichiesta: EMER OB 12V SA-SE con autonomia 1h - On demand: EMER OB 12V SA-SE with 1h autonomy
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