Corpo/Body:
Colore/Colour:

Riflettore/Reflector:

Schermo/Shield:

Dissipazione/Dissipation:

SCHEDA TECNICA PRODOTTO
DATASHEET
ARTICOLO: LED CIELO RR 8W
CODICE: 47010/NAPO
PMMA
Bianco/White RAL 9003
Alluminio/aluminum ’\;—é:\;;;

PC placcato in alluminio antiabbagliamento
PC anti-glare aluminium plated

Statica/Static

090

Alimentazione/Power supply:
Potenza/Power:

Alimentatore /Driver:

Indice MacAdam/ MacAdam index:

Aspettativa di vita/Life expectation:

Rischio fotobiologico/Photobiological risk:

17 (O] <8

-20

220-240V 50/60Hz
8W
Incluso/Included

<3

50.000 h L80B10
RGO

Tipo di LED/LED type: LED SMD
Flusso luminoso/Luminous flux: 800 Im 180° 120°
Im/W: 100 '
cCT: 4000K 105° 1057
CRI: 90 " -
) : : 90 90
Ottica secondaria/Secondary optic: 40°
757 75°
60° 60°
Accessori non inclusi/ Accessories not included :
ai
. 45° 45°
e
i cd/kim

cod. 48000 cod. 43001 cod. 43002 o, 48003 cod. 43004 cod, 8005 p— 30° 30°

orientabile/orfentable  orientabile/orientable  orientabile/orientable orientabile/orientable

Bianco apaca Nero opaco Argento sabbiato CromangroUVlucide — Cromo lucido UV Oro lucido UV Rame lucida UV

Matt White Matt black Sandy Silver UV Black chrome: i UV polished Gold UV palished Copper

Generale/General: EN-60598-1

Sicurezza/Safety: Particolari/Particular: EN-60598-2-2

Sicurezza fotobiologica/Photobiological safety:

Moduli LED/LED Modules:

Esposizione umana ai campi elettromagnetici/Human exposure to electromagnetic fields:
Immunita EMC/EMC immunity:
Compatibilita elettromagnetica/Electromagnetic compatibility:

Limiti di emissioni armoniche/Limits of harmonic emissions:

RoHS

compliance

ce X

EN-62031+A1

EN 62471 (Risk exempt)
EN-62493
EN-61547

EN-61000-3-3
EN-61000-3-2

Relco S.r.l. Via delle Azalee, 6/A 20090

tel.+39 02.488.616.1 r.a

Buccinasco - Milano - Italia
www.relcogroup.com


http://www.relcogroup.com/download/Caldodo.pdf
http://www.relcogroup.com/download/Caldodo.pdf
http://www.relcogroup.com/download/Caldodo.pdf
http://www.relcogroup.com/download/Caldodo.pdf

